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BASE CSE

BASE_CSE [T8R PROPOSED TYPICAL SECTION — 7

STAGE 1

STA. 14+724.000 LT TO STA. 14+795.191 LT Slope Benching
STA. 14+724.000 RT TO STA. 14+795.907 RT oo Special Detal
STA. 14+836.305 LT TO STA. 14+882.500 LT ~ /

STA. 144837.595 RT TO STA. 14+882.500 RT / 600

STA. 14+795.191 LT TO STA. 14+836.305 LT - BRIDGE, APPR. PVT., FLEX. CONN. PVTS. \ / LEGEND
STA. 14+795.907 RT TO STA. 14+837.595 RT - BRIDGE, APPR. PVT., FLEX. CONN. PVTS. \ //

EXISTING GRAVEL SHOULDERS
EXISTING GUTTER

EXISTING GUTTER EXTENSION

EXISTING BIT. SHLD, 200mm

W/ 150mm BIT. CURB

EXISTING P.C.C. PAVEMENT 228-150-228

EXISTING P.C.C. WIDENING, 200mm

EXISTING BIT. CONCRETE OVERLAY (VAR.FROM 178 TO 235)
PROPOSED BITUMINOUS SURFACE

REMOVAL (COLD MILLING) VAR DEPTH (19mm AVG)
PROCESSING LIME MODIFIED SOILS, 300mm

PROPOSED BITUMINOUS BASE COURSE,

SUPERPAVE, 300mm

PROPOSED LEVELING BINDER

COURSE SUPERPAVE N50, 19/25mm (WIDENING AREAS)
PROPOSED BITUMINOUS SURFACE

COURSE MIX “C* SUPERPAVE N50, 38mm

PROPOSED BITUMINOUS BASE

COURSE /WIDENING, SUPERPAVE, 225mm

PROPOSED GUTTER REMOVAL (INCLUDES

BITUMINOUS OVERLAY AND GUTTER EXTENSION)
PROPOSED TYPE ‘A’ GUTTER (MODIFIED)

PROPOSED STRIP REFLECTIVE

CRACK CONTROL TREATMENT

PROPOSED AGGREGATE SHOULDER TYPE B (57mm TO 25mm)
PROPOSED AGGREGATE SHOULDER TYPE B (150mm)
PROPOSED PAVEMENT MARKING, LINE 125 mm
PROPOSED BITUMINOUS SHOULDER SUPERPAVE, 200mm
PROPOSED BITUMINOUS SHOULDERS SUPERPAVE
PROPOSED BITUMINOUS CONCRETE BINDER COURSE
SUPERPAVE, VAR. DEPTH (WHEN THICKNESS > 57mm)
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S | PROPOSED TYPICAL SECTION - 8

STA. 18+289.603 TO STA. 18+451.997 _ EX SE = 6.0% PR SE = T7.2% - CORRECT BY MILLING ILLINOIS DEPARTMENT OF TRANSPORTATION
ADDITIONAL THICKNESS ON HIGH SIDE

TYPICAL SECTIONS (3R)
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